
Category Conductor Description:

• Solid Bare Copper

 

Category Insulation Description:

• High Density Polyethylene (HDPE)

 

Category Jacket Description:

• Low Density Polyethylene (LDPE)

 

Ripcord:

• Yes

 

Applications:

• Ideal for outdoor aerial applications 

• Steel messenger for support 

• High Speed Horizontal Cabling 

• 100 Mbps TPDDI 

• 1000 Base T 

• 622 Mbps ATM 

• IEEE 802.3 

• IEEE 802.5 Digital Video 

 

Standards:

• EIA/TIA 568 

• ISO/IEC 11801 

• ETL/UL Available 

 

Color Code Chart

# of Pairs Color

1 Blue & White/Blue Stripe

2 Orange & White/Orange Stripe

3 Green & White/Green Stripe

4 Brown & White/Brown Stripe
  

 Telephone and Data Cable

CAT6 - 4 PAIR - 23 AWG - 550 MHZ. - UTP OUTDOOR

CAT 6 UTP Outdoor
PE Jacket UV Rated with Messenger
4 Pair - 23 AWG - 550 MHz



Part Number Table 

Part# Gauge Pairs Outside Diameter 
Inches

Material Weight 
(Lbs./M')

J582304-01 23 4 0.26 36

Note: The data shown is approximate and subject to standard industry and manufacturer tolerances 
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